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BEST AVAILABLE IMAGES 



Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to). 



• BLACK BORDERS 

. TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

. BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 

As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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0 = connection established 
X = connection terminated 



FIG. 1 
(PRIOR ART) 




FIG. 2 
(PRIOR ART) 



o 
o 
in 



\ 



CM 
O 

in 





Set CDMA link as 
preferred interface. 
Register with GCL. 

Get number if not 
registered 



FIG. 6 
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Error report to kernel/ 

userspace. No 
available interface at 
this time. 
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Encapsulate Packet. 
Transmit to Ground 
station over preferred 
interface. 
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De-encapsulate and 
drop the packet in the 
netstack for kernel to 
process normally 
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Listen for packets from a 
mobile device's MCL 
program. 
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Update table 
containing active ip 
number to mobile 
number. 
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FIG. 9 
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open and retrieve 
packet from mobile 
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NAT according to 
specific rules 
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Ship packet 
according to 
established routing 
tables. 
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Receive packet 
destined for the 
translated address. 
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Use pre-defined 
table to establish 
remote destination 
device 
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FIG. 11 
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USER INTERFACE 
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TRANSCEIVER 
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ANTENNA 
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PURPOSE 
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FIG. 12 
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MEMORY 
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NETWORK INTERFACE 
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NETWORK 



FIG. 13 



